
General:
Hardwired , 24VAC
Up to 3H/2C, Gas / Electric / Heat Pump / Fossil Fuel /Conventional system
4.0” TFT color display, 480*320 resolution
Dual setpoint for individual heating and cooling
LoraWAN communication
Capacitive touch
With humidity sensor (+/- 3%)
Programmable mode, 5/2 , 7days , 24hours
Four or six events per day
Open window feature
Filter reminder 
Manual or auto changeover
Adjustable heating and cooling setpoint limits
Automatically adjusts to daylight saving time
C/F temperature display 
External wired sensor(optional) 
Multi Language (9 languages) 
Touch screen lockout
Night light option

Device WatchNET Cloud Mobile Application

Smart Thermostat 

KEY FEATURES

TP-202-W

Thermostat

Saves up to 20% on energy consumption



HVAC SYSTEM COMPATIBILITY

Gas/Oil/Electric heating (Up to two stages) Yes

Standard electric cooling (Up to two stages)  Yes

Traditional AC (up to two stages) Yes

Heat pump with auxiliary heat (Up to three stages) Yes

Dual fuel systems             Yes

Boilers                         Yes

1 external wired sensor (10K resistive temperature)           Yes

1 dry contact for Occupy input        Yes
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MODEL INFORMATION

TP-202-W LoraWAN Thermostat

TW-202-W Wi-Fi Thermostat (available with Modbus TCP, BACnet IP)

TB-202-W Modbus-485 Thermostat (BACnet MS/TP)

AP-NTC10K-3M
(Accessory) NTC external wired temperature sensor 

(3 meters)

AP-4W-24 (Accessory) C-wire Kit for the thermostat

TECHNICAL DATA

Purpose Of Control
Up to 3H/2C, Gas / Electric / Heat Pump / Fossil Fuel
/Conventional system

Supply Voltage Low Voltage; 24 VAC (C-wire required)

Relay Rating 24VAC @1 Amp 

Display 4.0 inch, 320x480 pixels color TFT - capacitive touch 

Communications 

LoraWAN
Wi-Fi (optional)
Modbus RTU (optional)
Modbus TCP (optional)
BACnet MS/TP (optional)

Standby Consumption ≤0.5 W

Dimensions (W/H/D) 105 * 86 * 31.1 (mm)

Weight ≤200 g

Enclosure Rating  IP 20

Enclosure Material PC + ABS plastic  

Approval CE, FCC, RoHS,CA65

Warranty 2 Years

01. Wifi Indicator 09. Holiday

02. History Data Diagram 10. Schedule

03. Adjusting The Optional
Settings

11. Configuration Menu

04. Day Indicator & Clock
12. & 13. Adjusting the Setting
Temperature

05.  System mode: heat, cool
,auto, off

14. Setting Temp Display

06. Fan :auto, high, med, low 15. Room Temperature Display

07. Humidity 16. °C or °F Display

08. Power ON / OFF
17. Heating / Cooling / Vent
Symbol


